Careside H-2000  Automatic 18-parameter Hematology Analyzer
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	Accurate, simple, reliable, and affordable, the

H-2000 is today's and tomorrow's answer to your CBC needs!   


Compact Size   Measuring only slightly larger than a cubic foot, the H-2000 compromises nothing but size to provide you the best value in Hematology today.  Easy operation, accurate 16 or 18-parameter CBC's,  reliability backed with a 2-year limited warranty, and a sample speed under a minute; you get it all in one small package for a great low price!

	Fast and Easy  At just a push of a button, your full CBC is ready in under a minute and a half.  Self-cleaning and diagnostics are automatic ensuring continuous and trouble free operation.  Easily accessible components make routine maintenance fast and trouble-free.
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	18 parameters  With a few micro-liters of whole blood from either collection vials or finger sticks, the H-2000 provides full-page results for: RBC, WBC, HGB, HCT MCV, MCH, MCHC, PLT, Pct*, MPV, RDW, PDW*, and 3-part differential (LY, MO, GR in percentage and absolute values).  Automatic flagging of suspected abnormalities in various cell populations such as: eosinophils, basophils, lymphocytes, RBC's, and platelets, help ensure proper diagnosis.

*For Research Use Only in the United States.


Open System  Unlike many other instruments today, the H-2000 is an open system, unrestricted by "Smart Cards" or other inconveniences.  Comprehensive software allows you to adapt the instrument to run on various reagent brands other than CARESIDE'S.

Powerful and Versatile  The H-2000's powerful Pentium( class CPU gives the H-2000 complete PC and Windows( compatibility; thus potentially providing you a total lab integration and data management solution.
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	Reliable and Economical  With it’s low MSRP and the low estimated cost per test, the H-2000 represents the best value in hematology today.  Reliable?  The H-2000 is backed with a 2-year limited warranty against manufacturing defects and component failure, with friendly technical support and service just a phone call or e-mail away!


Performance
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	(   Automatic quick and simple startup and shut down cycles.

(   Automatic internal and external rinsing of the sample tip ensures

      minimal carryover between samples.

(   Both optical and electronic counting methods working

      synergistically, performing up to four cross-referenced

      measurements per sample, ensuring accurate counts.

(   Minimal and simplified maintenance requirements, are quickly

      and easily performed by the operator.


Hardware Features

	· Dual-channel / Dual-transducer design significantly minimizes

      contamination potential, maximizes accuracy, and ensures rapid

      count times.

· Automatic aperture monitoring and cleaning keep the apertures 99% clog-free. (Note: this means that every 100th sample it clogs up. This is probably true but not something to brag about.)  For the other 1% of the time, easily accessible counting chambers and apertures make cleaning even the worst potential obstructions fast and easy.

· Highly reliable fluidic components and tubing are virtually

      maintenance free .  They are so good, they are back

      with one of the best warranties in the industry!
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CARESIDE Reagents

	[image: image7.jpg]



	(    Convenient cyanide-free and azide-free reagent containers allow for easy fluid replacement and waste disposal.  Manufactured by Careside, we guarantee the best quality and reagent value on the market.




Data management and other special features (Careside Connect?)

	· Large internal memory provides extensive data storage

      capacity with comprehensive data management, Q.C. reporting,

      and statistical applications for all CBC's.  

· Bi-directional interface provides import and export capabilities via

      an RS-232 port allowing you to connect with a number of other

      RS-232 analyzers or other data management networks.

(   The H-2000 operating software is internally installed, with

      any future updates easily performed via 3.5" diskette. 

(   Internal modem (optional) (have we ever done this? Should we be making a claim about this?) allows you to receive technical assistance on-line as well as receive the latest software updates directly by phone.  It's next best thing to having a Careside technician right by your side!      

	[image: image8.jpg]




	CARESIDE H-2000 Technical Specifications



	Parameters
	RBC, WBC, HGB, HCT MCV, MCH, MCHC, PLT, Pct, MPV, RDW, PDW, 3-part differential ( LY, MO, GR % and # )



	Precision

within run

n=34


	WBC: ( 2.5% for 10.0 x 103 cells / mm3
RBC:  ( 2.0% for 4.5 x 106 cells / mm3
HGB:  ( 2.0% for 13.0 g/dl

HCT:  ( 2.0% for 90fL

PLT :  ( 5.0% for 250 x 103 cells / mm3


	Sample volume


	25(l - 32(l whole blood



	Throughput


	45 samples per hour (to get the above precision, we run in the dual counting mode)



	Aperture sizes


	RBC / WBC : 60um / 80um (may actually be 50 and 70; we are doing independent measurements now at an outside firm)



	Principles


	Electronic resistance for counting / Cyanmethemoglobin for HGB (we are claiming a cyanide-free method)



	Dilution


	Automatic, Internal



	Dilution Ratios


	WBC/HGB: 1/250          RBC/PLT:  1/40,000



	Languages


	English, Spanish, French, International Units (Note: v4.10 does not have correct French and Spanish translation yet)



	Connections


	RS-232 input / output, LPT port, 2 serial ports



	Display


	COLOR 10.4"  full-sized VGA LCD screen



	Dimensions


	13" x 14" x 15"    ( 34 x 36 x 37 cm )



	Weight



	37 lbs.

    ( 17  Kg )



	Power supply


	110/220 V (switch adjustable), 50/60 Hz, 200VA



	Reagents


	Low cost, small or large reagent packs with 2-year shelf life



	Compliances


	FDA 510(k)


	ACCESSORIES AND REAGENTS
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	REAGENTS                    

Various sizes available                   
HEMAPACK (multi-pack)                     

ISOTONIC DILUENT        DETERGENT FLUSH       LYSING REAGENT

APERTURE CLEANER          
	Part Number:
AC-HEMAP-2

AC-DIL-4XG

AC-DET-4XG

AC-LYSE-1L

AC-APCLEAN
	WHOLE BLOOD CONTROLS

6-month exp. date; 1-month open vial stability
TRI-LEVEL CONTROL (6L,6N,6H)
TRI-LEVEL CONTROL (2L,2N,2H)


	
	ACCESSORIES 

CARESIDE CONNECT


	IN-1500
	CALIBRATOR

4-month exp. date; on unopened vials
CALIBRATOR (3x3.0ml)


	[image: image10.png]



	CARESIDE Hematology, Inc.

6100 Bristol Parkway  (  Culver City, CA  90230

Tel: (310) 338-6767  (  Fax: (310) 338-6789  (  www.CARESIDE.com



All illustrations and specifications in this brochure are based on the latest  information available at the time of publication approval.  CSH reserves the right to make changes at any time without notice in materials, equipment, specifications, and to discontinue models.

Pentium™ is a registered trademark of the Intel Corporation and Windows™ is a registered trademark of the Microsoft Corporation.

1. The hand in the picture showing the aspiration of the sample in the vial should be gloved.

2. Need new picture of new report form.

3. Need new picture of reagent family.

4. Need new picture of Hemapack

5. Need new picture of upgrade disk with Careside logo on disk instead of TIL.

6. I would get rid of the clip art. 
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